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Video: Eductor Replaces Rotary Valve 

Visit Our Power Industry Web Page  

Visit Our Minerals and Abrasives Web Page 

Conveying Shredded Electronic 
Waste for Recycling

Due to previous successful installations, the engineering contractor had great 
confidence in a Fox Eductor solution for the pneumatic conveying system 
needed for the shredded product. 
The system, installed in 2016, consists of a Fox 6” Ceramic-Lined Eductor, and 
25 HP positive-displacement blower. It has performed flawlessly since startup. 
The wear-resistant ceramic lining in the eductor had not shown any visible 
signs of wear after two years in service. 

Shredded E-waste (circuit boards, plastic, metals), 32-45 lbs/ft3, 

-1.25” maximum.  Convey Rate: 11,000 lbs/hr

A major manufacturer of electronic circuit boards needed a reliable system for 
recyling old, used and obsolete boards, chopped wire and other miscellaneous 
items. The handling systems were identified as vitally important to the overall 
reliability and efficiency of the operation. If just one of the systems proved 
unreliable, the entire recycling operation could be shut down. 

PROBLEM

SOLUTION

Applications of Fox Venturi Eductors
CONVEYING WITH: NO MOVING PARTS - NO BLOWBACK - NO MAINTENANCE

E-Waste  
Approx 11,000 lbs/hr 

6” Eductor

6” Convey Line
 to Furnace

PD Blower 
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Fox Eductors for handling abrasive products can 
be ceramic lined with solid ceramic liners, or tiles 
(shown above), or can have tungsten carbide or 
chrome carbide coatings, as appropriate.

A ceramic lined Eductor conveys CKD at a cement 
plant. 

Ceramic lined eductors with stainless steel 
housings. The ceramic liners are  
partially removed at the discharge to  
show how they can be replaced in the field. 
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